Cable terminations

Fully Insulated Female Push-on Butt & Parallel Splices
Material: Brass - Tin Plated oo e Material: Brass - Copper
Insulation: Polyvinyl Insulation: Polyvinyl
Chloride @) Chloride T T
Max. elec. rating: ® 10amp  [[{[ | Max. elec. rating: ® 19 amp | !::1; . H
300 volts 75°c N\ S orazea 600 volts 75°c | 3
Vibration resistant HE [ '] RoHS compliant P4 P
- A1l ¥ v
RoHS compliant " il pepry —+ D2 — — D2 k—
'g Butt Parallel
Butt Splices
Wire Range Wire Range
mmz (AWG) | PPN "o TD3 [ W | L | L1 | Tab size mmz (Awg) | Farthe- D1 D2 L
28RFPT 1.8 32 43 55 200 10.0 2.8X0.5 @ 0515 1B 18 43 245
o 28RFPTX 1.8 3.5 43 55 20.0 10.0 2.8X0.8 (22-16)

0515 48RFPT 18 55 43 55 20.0 100 48X0.5  Ppack Quantity: 100
(22-16) 48RFPTX 1.8 55 43 55 20.0 10.0 4.8X0.8 ;
Parallel Splices

63RFPT 18 66 43 55 21.5 10.5 6.3X0.8 . —
Wie Range | o

Pack Quantity: 100

mm? (AWG) D1 D2 L
0.5-1.5 15PSL 1.7 33 16.0
® (22-16)

Flag Female Push-on

- . Pack Quantity: 100
Material: Brass - Tin Plated

Insulation: Nylon
Max. elec. rating: @ 10 amp

300 volts 75°c
RoHS compliant @
Wire Range mm?
(AWG)
0.5-1.5
® (22-16)

Pack Quantity: 100

Butt and parallel splices are available in
vibration resistant versions (subject to M.0.Q).

Part No. Tab size (mm)

63RFPT/RA 6.3X0.8




Cable terminations

Fully Insulated Female Push-on

Butt & Parallel Splices

Material: Brass - Tin Plated

= b2 &=
Insulation: Polyvinyl
Chloride O 1
Max. elec. rating: ® 15 amp ||
300 volts 75°c N\ & Joazea
Vibration resistant Wl
RoHS compliant == D_{L._

i
Wire Range Part No.

mm? (AWG) D1|D2 D3| H | L | L1 |Tabsize

48BFPT 23 5.0 4.8 55 20.0 10.0 48X0.5
48BFPTX 23 5.0 48 55 20.0 10.0 48X0.8
1.5-2.5 63BFPT 23 6.6 48 55 21.5 105 6.3X0.8

(16-14)

Pack Quantity: 100

Flag Female Push-on

Material: Copper

Insulation: Polyvinyl
Chloride il il
Max. elec. rating: ®27amp || fesl | |~
600 volts 75°c L L
RoHS compliant P4 P4
—| D2 — —| D2 k—
Butt Parallel

Butt Splices

Wire Range
mm? (AWG)

Dimensions in mm
Part No.

D1 D2 L
25BSL 23 4.8 245

1.5-2.5
® (16-14)

Pack Quantity: 100

Parallel Splices

Wire Range
mm? (AWG) Part No. D1 D2 L

P 1.5-2.5 25PSL 2.3 4.0 16.0
(16-14)

Material: Brass - Tin Plated
Insulation: Nylon
Max. elec. rating: @ 15 amp

300 volts 75°c

RoHS compliant
Part No.

Wire Range mm?
(AWG)

1.5-2.5
® (16-14)

Pack Quantity: 100

Tab size (mm)

63BFPT/RA 6.3X0.8

Pack Quantity: 100

Butt and parallel splices are available in
vibration resistant versions (subject to M.0.Q).




Cable terminations

Fully Insulated Female Push-on

Butt & Parallel Splices

Material: Brass - Tin Plated oo e
Insulation: Polyvinyl

Chloride O

Max. elec. rating: @ 24amp  [[{| |/

300 volts 75°c AN Brzed -
Vibration resistant Wl
RoHS compliant T4 DVF—

-

i
Wire Range Part No.

mm’ (AWG) D1|D2|D3| H | L | L1 |Tabsize
63YFPT 35 66 6.0 65 235 13.7 6.3X0.8
46 95YFPT 35 10.0 6.0 65 30.0 13.7 95X1.2
(12-10)
Pack Quantity: 100

Piggy Back - Push-on

Material: Copper

Insulation: Polyvinyl
Chloride

]
A
]
ol

J—

I
|
i

Max. elec. rating: © 48amp | [ ‘
600 volts 75° L il
RoHS compliant P4 o

; —| D2 [— —| D2 k—
/ Butt Parallel
i

Butt Splices

Wire Range
mm? (AWG) Part No. D1 D2 1
4-6 6BSL 3.5 6.6 26.0

(12-10)

Pack Quantity: 100

Parallel Splices

Wire Range
mm? (AwG) | rartNo. D1 D2 L
4-6 6PSL 3.4 5.5 20.5

(12-10)

Pack Quantity: 100

Butt and parallel splices are available in
vibration resistant versions (subject to M.0.Q).

Material: Brass - Tin Plated
Insulation: Polyvinyl Chloride
Max. elec. rating: © 24 amp
300 volts 75°c
Vibration resistant
RoHS compliant

Wire Range

mm? (AWG)
4-6 63YPIG 35 66 80 65 240 135
(12-10)

75 65 63X08

To see a video
explaining
techniques and
best practice scan
the QR code

i

O

Un-insulated Piggy
Back Terminals
available on
request

(subject to M.O.Q).

Pack Quantity: 100
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