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1580_808 1500 1540 1620 803 808 H31 NO

1575_1046 1495 1535 1615 1041 1046 H31 NO

1575_1053 1495 1535 1615 1048 1053 H31 NO

1575_1082 1495 1535 1615 1077 1082 H31 NO

1640_992 1560 1600 1680 987 992 H31 NO

1640_1001 1560 1600 1680 996 1001 H31 NO

1640_1001_33 1560 1600 1680 996 1001 NO

1686-1700_1016 1605 1645 1725 1011 1016 H31 NO

1710_995 1630 1670 1750 990 995 YES

1710_1000 1630 1670 1750 995 1000 YES

1710_1005 1630 1670 1750 1000 1005 YES

1710_1010 1630 1670 1750 1005 1010 YES

1710_1020 1630 1670 1750 1015 1020 YES

1710_1025 1630 1670 1750 1020 1025 YES

1710_1030 1630 1670 1750 1025 1030 YES

1710_1040 1630 1670 1750 1035 1040 YES

1710_1050 1630 1670 1750 1045 1050 YES

1710_1055 1630 1670 1750 1050 1055 YES

1710_1060 1630 1670 1750 1055 1060 YES

1559_1082 1002 1042 1122 1554 1559 H31 NO

1575_1082 1002 1042 1122 1570 1575 H31 NO

1580_808 728 768 848 1575 1580 H31 NO

1640_992 912 952 1032 1635 1640 H31 NO

1650_992 912 952 1032 1645 1650 H31 NO

1660_992 912 952 1032 1655 1660 H31 NO

1670_992 912 952 1032 1665 1670 H31 NO

1675_992_33 912 952 1032 1670 1675 NO

1680_992 912 952 1032 1675 1680 H31 NO

1686_1016 912 952 1032 1681 1686 H31 NO

1700_1016 912 952 1032 1695 1700 H31 NO

1665_1020 940 980 1060 1660 1665 YES

1675_1020 940 980 1060 1670 1675 YES

1680_1020 940 980 1060 1675 1680 YES

1685_1020 940 980 1060 1680 1685 YES

1690_1020 940 980 1060 1685 1690 YES

1695_1020 940 980 1060 1690 1695 YES

1700_1020 940 980 1060 1695 1700 YES

1705_1020 940 980 1060 1700 1705 YES

1720_1020 940 980 1060 1715 1720 YES

1740_1020 940 980 1060 1735 1740 YES
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