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Wireless temperature sensor so 
no wires, drilling or holes

You’ll never need to set the 
weather compensation again

Dedicated installer app including 
real-time remote diagnostics  
as standard

Free, on-demand, online training  
with expert support available

One-Touch Commissioning*

Installation Dashboard  
and Error Codes

Installer features

Supported Heat Pumps

We frequently update our list of integrations.   
Please use the link on the back page to access the latest information.

Airwell / Clivet / Daikin / Ebac / Grant / LG / Midea / Riello / Samsung 

Designed to be simple to install, Homely is packed  
full of features that create value for both installers  
and homeowners. There is no more efficient way  
to optimise a heat pump than with Homely.

*certain integrations only

Homeowner  
features

It’s ready for the future. The hub 
is ready to be the beating heart 
of the electrified home with Solar 
PV, Battery Storage and EV 
Charging features coming soon 

Works with multi-rate  
energy tariffs

Achieve savings of up to 15% off  
heating bills and up to 25% when  
tariff optimisation service is used  
and homeowner has a smart tariff

Everything is controlled via an easy  
to use, intuitive app 



Hardware specifications

Node range: within about 16 m of the Hub,  
dependent on interference and obstructions

Radio communication: 868Mhz

Interface: 6 x RGB LED display, 4 mechanical buttons

Sensors: temperature / humidity / light intensity

Certifications: CE, UKCA, RoHS compliant

Warranty:
 • 2 years when installed by a registered  

Homely installer
 • 1 year in all other instances

Recyclable packaging

Battery: CR2450 (replaceable) 

Material: 
 • Hub – ABSFR, matte white
 • Node – PC, matte white

Hub auto-updates

Dimensions:
 • Hub – 86 x 86 x 25 mm
 • Node – 43 x 43 x 14 mm

Weight: 
 • Hub – 87 g
 • Node – 25 g

Retrofitting compatible

Number of zones capability: All integrations  
support single zone. Two zones supported  
by certain integrations only

Language: English

Availability: Europe and UK

Homely Hub

Homely Temperature Node  
(Wireless Temperature Sensor with CR2450 battery included)

Installation Manual 

3-pin barrel jack power supply (5V, 1A)  
Type dependent on country shipped to

Accessory package – including Hub  
and Node adhesive

Third-party equipment dependent  
on integration

Not included: Belden 8723 or stranded  
Cat-5 recommended for Modbus RS485 control

Inside the box

600 g  
(base kit, not including additional  
kit subject to each integration)

27.5 x 22.5 x 9.5 cm

Weight: 
 

Dimensions:

Packaging Dimensions



Visit www.homelyenergy.com/installers to learn 
more about becoming an Approved Homely Installer. 
You can also find out details about the available 
training resources, the Homely Installer App and 
how to purchase Homely.

homelyenergy.com

Both apps available on

iOS 
from v11 

Android 
from v6


