
3KTLM-G2/3.6KTLM-G2/4KTLM-G2/4.6KTLM-G2/5KTLM-G2/6KTLM-G2/7.5KTLM
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Independent dual MPPT tracking,Better to adapt to 
a variety of roof power plant design

Real-time monitoring of mobile phone APP

RS485 and External WiFi/GPRS(Optional)

Built-in sound and light alarm function

IP65  The installation location is free

Small size,Light weight

(New upgrade)



5 years

3KTLM-G2/3.6KTLM-G2/4KTLM-G2/4.6KTLM-G2/5KTLM-G2/6KTLM-G2/7.5KTLM

3KTLM-G2 3.6KTLM-G2 4KTLM-G2 4.6KTLM-G2 5KTLM-G2 6KTLM-G2

3500W 4000W 4400W 5000W 5500W 6600W

405*315*135mm

Natural convection

11.5kg

4000m

-25°C~+60°C

RS485，WiFi/GPRS(optional) , SD card

NB/T32004-2013,AS4777,VDE0126-1-1,G83/2,G59/3,C10/11,

RD1699/UTEC15-712-1,EN50438,VDE-AR-N4105
IEC 62116,IEC 61727,IEC 61683,IEC 60068(1,2,14,30),IEC 62109-1/2

50W

98%

97.5%

2000W(160V-520V) 2400W(180V-520V) 2600W(200V-520V) 3000W(250V-520V) 3500W(300V-520V)

90V-580V

160V-520V 180V-520V 200V-520V 230V-520V 250V-520V 300V-520V

11A/11A

55 6654

276
L/N/PE,220,230,240

13.7A 16.8A 18.2A 21A 22.8A 27.3A

(New upgrade)

 7.5KTLM

8300W

7500W

7500VA

32.6A

250V-520V

98.2%

97.6%

-30°C~+60°C

18kg

467*352*157mm

1/1 2/1

2*11A/11A

100
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