
97%

Pr

50V-400V —�ultra low startup

Compact and lightweight, visually pleasing for domestic environment

WiFi monitoring�available�—�iphone and android app available

G83/2 Certified

IP65 rated for external installation

 Multiple protections levels 

Solis�Mini Series Inverter

Smaller�but�
Smarter

270mm

339mm

565mm

417mm

Manufacturer: No. 57 Jintong Road, Binhai Industrial Park, Xiangshan, Ningbo, Zhejiang, 315712, China

Fax: +86 (0)574 6578 1606

Email: uksales@ginlong.com Web: www.ginlong.com

        +86 (0)574 6578 1806 Tel: +44 (0)113 328 0870 

UK Office: Ginlong UK- Mill 2 Thornhillbeck Lane, Huddersfield,HD6 4AL



47-52 or 57-62(adjustable)

<1W (Night)

Rated AC grid output current(A)

DC injection current(mA) 

Rated grid frequency(Hz)

Weight(kg) 

Size(mm)

RS 485, WiFi/GPRS (optional)

DC Connection

 IP67 rated plug

AC output overcurrent protection

Max. efficiency

Euro efficiency

Max. DC input voltage (V)

MPPT operating range(V)

Max. DC input current(A)

Max. transient power(kW)

Rated AC grid voltage(V)

AC grid voltage range(V)

Start-up DC input voltage(V)

Max. AC output current(A)

>97%

EN61000-6-1:2007          EN61000-6-3:2007

G83/2,

Datasheet

PV

Integrated DC switch Optional

MC-4 mateable

AC Connection

MPPT efficiency

96.7%

96.2%

270W*433H*105D

Natural convection

50-400

1/1

10

Rated output power(kW)

0.8 1.1

Single

5.2 5.6

Solis-mini-700 Solis-mini-1000

Max. DC Power(kW) 0.9 1.2 1.8

Solis-mini-1500 Solis-mini-2000

60

2.3

0.7 1.0 1.5 2.0

2.2

EN50438

450

Solis-mini-1200-LVSolis-mini-2500

3

500

2.5

1.65 2.5

3.0 4.3 6.5 8.7 10.9

9.24.4 6.1 12.2 13.9

230

180-270(adjustable)

<3%

99.9%
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